


7 Explorer Series Dimensions

8 FCC + CE

Operating Frequency / Standards

N/A Touch Keypad

Supported

Area image (648*488 pixel array) 

Horizontal: 66°/ Vertical: 50°

One-Dimensional Code:
UPC-A , UPC-E, UPC-E1, EAN-8, EAN-13,EAN-14, EAN-128, UCC128,  ISBN/ISSN,

CODE11, CODE32, CODE39, CODE39 Full ASCII, CODE93, CODE128, Interleaved 2 of 5 code,
Industrial 2 of 5 code,Matrix 2 of 5 code, Toshiba code, UK/Plessey, GS1

Two-Deimensional Code:

QR code, PDF417, Data matrix, MicroPDF417, Aztec

Functions

Keypad

QR Code Scanner

QR Code Scaning Pattern

QR Code Scan Angle

QR Code Scanning Print Contrast

QR Code Capability

Dimensions 3.54" W x 4.24" H x 0.86" D (89.8 x 107.8 x 21.9mm)

Specifications

QR Code Scanning Performance*

Depth of Field 

2.0"-3.1" (5cm-8cm)

2.0"-4.7" (5cm-12cm)

2.3"-7.7" (6cm-19.5cm) 

2.3"-9.8" (6cm-25cm)

2.0"-2.3" (5cm-6cm)

2.0"-3.5" (5cm-9cm)

2.0"-6.3" (5cm-16cm)

Narrow Width

6.0 mil (Code128)

9.0 mil (Code128)

15.0 mil (Code128)

20.0 mil (Code128)

6.0 mil (QR)

9.0 mil (QR) 

15.0 mil (QR) 

20.0 mil (QR)  2.3"-7.9" (6cm-20cm)

Print Contrast: 25% minimum reflectance difference
 Rotation, Pitch, Skew: 360°, +/-40°, +/-60°

125 kHz
13.56 MHz: ISO14443A types A & B, ISO15693

2.4 GHz Bluetooth

EP20CQ EP20CKQInternal Number

Explorer Series

RFID, Bluetooth   and QR code

"Hereby, Armatura LLC declares that this Product is in compliance with the 
essential requirements and other relevant provisions of Directive 2014/ 
53/EU. 

This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) This device must 
accept any interference received, including interference that may cause 
undesired operation.

Warning: Changes or modifications to this unit not expressly approved by 
the party responsible for compliance could void the user’s authority to operate 
the equipment.

Note: This equipment has been tested and found to comply with the limits 
for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference 
in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with 

the instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more 
of the following measures:

Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected.

"This equipment complies with FCC RF radiation exposure limits set forth for 
an uncontrolled environment. 
This equipment should be installed and operated with a minimum distance of 
7.87 inches (20cm) between the radiator and your body.
This transmitter must not be co-located or operating in conjunction with any 
other antenna or transmitter."


